SKETCH 4 – BILL OF MATERIAL
The lighting system proposed below is typical for the US Gulf of Mexico using USCG and HSAC RP 161 “New Build Helideck Design Guidelines”. Products are listed Class I, Division 2, at least temperature class T4. Each light is an American Bureau of Shipping (ABS) Type Approved Product with a TA certificate.

LETTER	DESCRIPTION                                               QUANTITY	PRODUCT	DOWNLOAD CATALOG		
	A	TLOF PERIMETER LIGHT < 6-INCH HT	22	PRL-97004-1C-G-EX-LSM-NC  	HL114LSMEXV4
[bookmark: _Hlk20255885]	--	MOUNTING BRACKET  (OPTIONAL)	22	ADD:  -SNP (DETAIL H45) OR -SNP2 (DETAIL H57)		
	A1	TLOF PERIMETER LIGHT SEMI-FLUSH	 2	PRL-97704-1C-G-EX-CL-NC  	HL113PRLEXV4
	B	SURFACE FLOODLIGHT  2-INCH HT	 4	PSF-53063-6-EX	HL208PSF
	--	LIGHTED WIND CONE	 1	PWC-8064L-AC-ON-EX-OL-SM	WC115EX	
	S	STATUS LIGHT SYSTEM MAIN LIGHT	 2	SYSTEM:  PSL-35002-R-1-2B-EX-A	HL341PSLV2
	--	MOUNTING BRACKET  (OPTIONAL)	 2	ADD:  -SNP (DETAIL H64) OR -SNP2 (DETAIL H65)	
	-- 	LIGHTING SYSTEM COMBINATION CONTROLLER	 1	PHC-61001-1-EX-SC-M-SL 	HL411PHC
	
Notes:	1. Perimeter lights include night vision compatibility.
		2. PSL system control unit is in the PHC system controller.
		3. All items are Class I, Division 2.		
		
                            
